
Ensure the AC/Mains power is NOT connected and cannot 
be unexpectedly reconnected during installation

ILDLFR70A001
ILDLFR70A002
ILDLFR70A003
ILDLFR70A004
ILDLFR70A005
ILDLFR70A006
ILDLFR70A007
ILDLFR70A008
ILDLFR70A009
ILDLFR70A010

FIXED FIRE RATED DOWNLIGHT

ILDLFR92C001
ILDLFR92C002
ILDLFR92C003
ILDLFR92C004
ILDLFR92C005
ILDLFR92C006
ILDLFR92C007
ILDLFR92C008
ILDLFR92C009
ILDLFR92C010

TILTABLE FIRE RATED DOWNLIGHT

33-55-10
80-82-70
64-41-50
78-94-78
19-76-14
68-66-81
71-81-90
32-20-98
69-47-07
90-96-31

5055788213710
5055788213727
5055788213734
5055788213741
5055788213758
5055788213765
5055788213772
5055788213789
5055788213796
5055788213702

79-30-57
32-10-52
23-66-97
48-69-75
66-04-83
73-56-57
79-07-84
10-70-46
63-82-12
57-85-45

5055788223795
5055788223801
5055788223818
5055788223825
5055788223832
5055788223849
5055788223856
5055788223863
5055788223870
5055788223887

FIXED FIRE RATED DOWNLIGHT TILTABLE FIRE RATED DOWNLIGHT

8. (For Tiltable version)  Tilt downlighter as required.

9. Switch on the mains power supply.
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Ensure the AC/Mains power is NOT connected and cannot 
be unexpectedly reconnected during installation

ILDLFR70A001
ILDLFR70A002
ILDLFR70A003
ILDLFR70A004
ILDLFR70A005
ILDLFR70A006
ILDLFR70A007
ILDLFR70A008
ILDLFR70A009
ILDLFR70A010

FIXED FIRE RATED DOWNLIGHT

ILDLFR92C001
ILDLFR92C002
ILDLFR92C003
ILDLFR92C004
ILDLFR92C005
ILDLFR92C006
ILDLFR92C007
ILDLFR92C008
ILDLFR92C009
ILDLFR92C010

TILTABLE FIRE RATED DOWNLIGHT

33-55-10
80-82-70
64-41-50
78-94-78
19-76-14
68-66-81
71-81-90
32-20-98
69-47-07
90-96-31

5055788213710
5055788213727
5055788213734
5055788213741
5055788213758
5055788213765
5055788213772
5055788213789
5055788213796
5055788213702

79-30-57
32-10-52
23-66-97
48-69-75
66-04-83
73-56-57
79-07-84
10-70-46
63-82-12
57-85-45

5055788223795
5055788223801
5055788223818
5055788223825
5055788223832
5055788223849
5055788223856
5055788223863
5055788223870
5055788223887

FIXED FIRE RATED DOWNLIGHT TILTABLE FIRE RATED DOWNLIGHT

8. (For Tiltable version)  Tilt downlighter as required.

9. Switch on the mains power supply.
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